
Dynamic Hercules™ 
Cap Mounted Passive Ear Mu� - NRR 25

Durable cap-style ear mu� fits most cap-style hard hats on the
market with universal slots
Large sized cups provide comfort and higher attenuation
performance
Smooth slide size adjustment for improved fit and comfort
Dielectric / non-conductive
Easy to replace snap-in replacement ear cushions

Applications
Airports
Construction Applications
Manufacturing
Oil and Gas
Transportation

Technical Data
Color Black
Sizes Available OS
Packaging Bagged Each
Packed 10 Pair/Case
Case Dimensions (in) 23.00 x 13.37 x 6.00
Case Weight (lbs) 17.86
Country of Origin Canada
Hearing Style Cap Mounted
Protection Type Passive
Construction Dielectric, Snap-In Cushions
Certifications TAA Compliant
Product Circularity --

Performance Data
NRR Rating (ANSI S3.19-1974) 25
SNR Rating --
SLC 80 --
SLC 80 Class Class
CSA Z94.2 Class

Care Instructions
Routinely wash with mild soap and water. Allow cushions to
air dry.
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SKU Information
SKU COLOR SIZE UPC UPC (INNER) UPC (CASE)

263-NP114 Black OS 616314275210 10616314370776 20616314275214
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